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Turner Valley Settling Pond

1.0 INTRODUCTION

Almor Testing Services Ltd. was retained, at the request of Mrs. Jill Hardy of MPE Engineering
Ltd., to perform a Shallow Subsoil and Groundwater Site Investigation for a proposed Settling Pond
located south of the existing Raw Water Reservoir in the Town of Turner Valley, Alberta. Plate 1

in Appendix “A” presents a Site Plan for reference, indicating the approximate test hole locations.

It is understood, the water will be pumped from the Sheep River and flow through at the Settling

Pond, to remove sediments, prior to entering the Raw Water Reservoir.

The purpose of the geotechnical investigation was to advance test holes to evaluate subsurface
soil and groundwater conditions, within and surrounding the proposed settling pond. This report
summarizes the results of the field and laboratory tests and presents preliminary geotechnical
recommendations for the design and construction of a clay liner for the settling pond and/or

potential geosynthetic liner materials.

2.0 INVESTIGATION DETAILS

2.1 Field Program

A total of six (6) test holes were drilled, with three (3) test holes within the footprint, two (2) test
holes to the south and one (1) test hole to the east of the proposed pond on the site, on November
29, 2016, at the approximate locations shown on the Site Plan, included in Appendix “A”. The test
holes were advanced, utilizing a truck mounted solid stem auger drill rig operated by Almor Testing
Services Ltd. of Calgary, Alberta. The Test Hole Logs are presented in Appendix “B”, Plates 1 to
6.

ALMOR TESTING SERVICES LTD.
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The test holes were logged and samples classified in accordance with the Modified Unified Soil
Classification System, described in Appendix “B”, Plate 7. Pocket Penetrometer (PP) soil
consistency tests were obtained at selected depths, during drilling operations. Disturbed soil

samples were returned to Almor’s Calgary laboratory, for further classification and testing.

Open-end standpipe piezometers were installed in all test holes, upon completion, to facilitate future
shallow groundwater monitoring. The open-end static piezometers consisted of 25mm diameter
PVC standpipe, backfilled with soil cuttings and a bentonite clay plug was placed at the ground

surface, to limit the inflow of surface water.

2.2 Laboratory Program

A laboratory testing program meeting applicable ASTM and/or CSA standards was undertaken on

the samples secured in the field. The laboratory testing consisted of the following:

- Soil classification;
- Determination of the natural moisture content;
- Atterberg limits on selected representative samples; and

- Water soluble sulphate testing on selected samples.
The results of the laboratory program are presented graphically on the Test Hole Logs in Appendix

“B”. All soil samples will be stored for 60 days following issuance of this report. The samples will

then be discarded, unless Almor is instructed otherwise.

ALMOR TESTING SERVICES LTD.
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3.0 SUBSURFACE CONDITIONS

3.1 General

The soil conditions encountered in the test holes consisted of fill, overlying sandy gravel, underlain
by silty clay till and bedrock. The following is a general description of the soil units encountered.
Detailed descriptions of the soil strata encountered are provided on the Test Hole Logs, in Appendix
HBH.

Sandy silt fill was encountered in all test hole locations. These soils were described as brown to
black, damp to moist and with trace to some organics. These soils extended to a depth of 3.0m
below existing grade at TH5 location. These soils are not recommended as liner material, unless

mixed with high plastic clay.

Silty clay fill (till) was encountered at four (4) test hole locations. These soils appear to be extra
material from the excavation of the Raw Water Reservoir, that was placed to the south of the
reservoir. This material contained variable amounts of silt, sand and gravel in a clay matrix. The
till was described as olive in color, in a moist condition and varied between firm to very stiff in terms
of consistency. Interbedded fine grained sand layers were noted, within this soil group. Trace to
some organics were also noted within the fill soil. An Atterberg Limit Index Property test performed
on these soils indicated a Liquid Limit of 43 and a Plastic Limit of 16, which results in a Plasticity
Index of 27. The test classifies the soil as medium plastic clay (Cl). Natural moisture contents of
the soil ranged between 12.4% and 18.9%. This deposit extended to a maximum depth of 3.1m,

where drilling was terminated. This material is suitable for lining a reservoir.

Sandy gravel was encountered in all test hole locations and was typically underlying the clay silty
clay (fill). This highly permeable deposit was variable in texture and the amount of clay, silt, sand
and gravel sizes it contained. However, this material was typically fine to coarse grained and poorly
graded. In addition, occasional cobble size gravel was noted. The gravel was typically compact
to dense and damp. This deposit was encountered to a maximum depth of 6.1m below existing

grade.

ALMOR TESTING SERVICES LTD.
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Insitu silty clay (till) was encountered in three (3) test holes. These soils were described as being
olive in colour, damp to moist and varied between stiff to very stiff in consistency. An Atterberg
Limit Index Property test performed on these soils indicated a Liquid Limit of 33 and a Plastic Limit
of 14, which results in a Plasticity Index of 19. The test classifies the soil as medium plastic clay
(CI). This deposit was encountered to a depth of 6.2m below existing grade, where drilling was

terminated.

Bedrock was encountered in three (3) test hole locations, during the current geotechnical program
and was underlying either a silty clay (till) deposit or sandy gravel deposit. The bedrock was
generally described as a mudstone/siltstone. The bedrock is hard in soils terminology and of a
friable or very weak consistency in bedrock terminology. Bedrock was encountered at varying
depths between 1.3m and 4.8m, below existing grade. Generally, the bedrock materials
competency increased with depth and isolated hard stringers or seams are frequently encountered
in this material. Auger refusal was encountered at TH5 and TH6 locations, within the bedrock.

This is considered a low permeable material.

Table 1 summarizes the depths of each of the major stratigraphic units detailed on the Test Hole
Logs, presented in Appendix "B":
TABLE 1
STRATIGRAPHY TABLE

-------------------- Depth Below Existing Ground Surface (m)

Test Hole Sandy Silt  Silty Clay Sandy Gravel Silty Clay Mudstone

No. (Fill) (Fill) (Till)
1 00-02  02-3.1 3.1-4.4 4.4-6.2 -
2 0.0-02  0.2-24 2.4-38 3.8-6.1 -
3 00-02  02-31 3.1-6.1 - -
4 - 0.0-17 1.7-3.3 3.3-48 48-6.1
5 0.0-3.0 - 3.0-3.7 - 3.6 - 5.1*
6 0.0-0.2 - 0.2-1.3 - 1.3 - 5.0%

* Auger Refusal

ALMOR TESTING SERVICES LTD.
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It should be noted that the transitions between the classified soil units are gradual, rather than the

distinct unit boundaries as shown on the Test Hole Logs.

3.2 Groundwater Conditions

Groundwater levels were measured at completion of drilling and two weeks subsequent.
Groundwater seepage was observed in four (4) test holes, upon completion of drilling operations.
Table 2 summarizes the water level readings recorded, within the standpipes, upon completion and
two weeks subsequent:

TABLE 2
GROUNDWATER CONDITIONS

Test Hole Depth of At Completion
No. Standpipe Nov 29/16 Dec 14/16
1 6.2 dry 6.09
2 6.0 dry dry
3 5.6 4.6 4.63
4 6.0 dry 3.41
5 4.6 3.6 3.63
6 5.0 dry 1.97

It should be noted that groundwater levels fluctuate seasonally in response to climatic conditions
and are highest in the June to August recharge period. At present it appears that groundwater is

a consideration at the storm pond locations.

ALMOR TESTING SERVICES LTD.
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4.0 GEOTECHNICAL RECOMMENDATIONS

41 General

Development of the facility using balanced cut/fill earth quantities is feasible, depending on local
variations in soil stratigraphy and topography. Based on selected elevation and subsoil conditions
observed in the test holes, the exposed subgrade soils over most cut areas are expected to consist
of variable silty clay (till) and sandy gravel subsoils. In those areas where fill is required, it is

suggested the silty clay till soil will be used and will require moisture conditioning.

The majority of the clay soils encountered in the test holes is at or above the optimum moisture
content and moisture conditioning may be required, during site grading. Generally, subsurface
groundwater should not have a significant impact, during pond excavation, other than TH6.
However, if seepage is encountered, it will be manageable using sump pump and conventional

techniques.

The subsurface conditions are considered to be suitable relative to foundation support for the
development. The geotechnical factors believed to be pertinent for the design and construction of
the proposed development are presented below. These factors are based on the interpretation of
subsoil conditions found in the six (6) test holes advanced, within the project boundaries. The
recommended design values are subject to engineering observations and approval by a qualified

geotechnical engineer.

4.2 General Site Grading

The composition and consistency of the soils encountered at the site suggest excavation, with
conventional earthmoving equipment and/or hydraulic excavators, is considered feasible. Based
on groundwater conditions noted, during the current geotechnical program, earthworks associated
with site grading are expected to be somewhat hampered by groundwater seepage. In general,
where the native clay is to be used as general engineered fill, moisture conditioning may be
required. Extensive fill placement required for general site grading should not be performed, during

freezing conditions or using frozen soils. The native mineral soils encountered in the boreholes is

ALMOR TESTING SERVICES LTD.
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suitable material for use as general engineered fill. General engineered fill should be compacted
to a minimum of 98.0% of the Standard Proctor maximum dry density (SPMDD) at a moulding

moisture of optimum to 2.0% above optimum moisture content (OMC) for cohesive soils.

Granular soils encountered will require a minimum 0.8m clay (till) liner layer for reservoir siltation

storage and reduce the risk of piping into the substrate gravels.

Where the subgrade will support foundation elements, slabs and roadways, all organic material
should be completely removed down to the native mineral soils. Following the stripping, the
exposed subgrade is to be proof rolled to identify any soft, loose or non-uniform areas. Areas
detected are to be over-excavated and replaced with approved material. If extensive deep, soft soll
deposits are encountered, a geogrid and/or geotextile may be incorporated to improve the condition
of the subgrade soils. Methods to improve poor subgrade conditions will be made at the time of

construction.

4.3 Storm Water Pond Liner Considerations

It is understood, the bottom of the pond is anticipated to be approximately 5.0m below existing
grade. The material encountered at the 5.0m depth consists of silty clay till at TH1. An Atterberg
Limit Index Property test conducted on the fill soil sample of TH1, at 2.0m depth, indicates a Liquid
Limit of 43 and a Plastic Limit of 16, resulting in a Plasticity Index of 27. The test classifies this soil
as medium plastic clay. Additionally, an Atterberg Limit Index Property test was conducted on a
soil sample from TH2, at the 4.0m depth, indicated a Liquid Limit of 33 and a Plastic Limit of 14,
resulting in a Plasticity Index of 19. The test classifies this soil as medium plastic clay.
Glaciolacustrine soil and silty clay soils of medium to high plasticity are suitable to be used as clay
liner. Therefore, in areas of silty clay till or sandy gravel, a bottom engineered fill thickness at 0.8m
and side slopes at a 1.2m thickness are required, compacted to 98% of Standard Proctor Density,
at 1% to 3% above optimum moisture. Additionally, the silty clay (till) soils contain sand seams, that
may have to be separated or blended uniformly. If the above recommendations are followed an in-
place permeability of 1.0 x 10 cm/sec, can be achieved. The minimum requirement is

1.0 x 10°.

ALMOR TESTING SERVICES LTD.
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It would appear in the location of TH3, the substrate gravel will require excavation and replacement

with silty clay for a minimum 0.8m thickness

4.4 Concrete works

Water soluble sulphate content tests were conducted on the insitu soils encountered, within the
project boundaries and indicate the potential degree of sulphate attack may be considered low (as
per CSA A23.1-14, Table 3). Accordingly, General Use (Type GU) hydraulic cement may be used
for all concrete in contact with these soils. In addition, all concrete must be designed in accordance
with the CSA A23.1-14 e.g. air-entraining agents are required in freeze/thaw zones. Should any
fine grained soils be imported to the site, it should be tested for the presence of sulphates and the

above recommendations modified, if required.

All concrete must be supplied in accordance with the current Alberta and National Building Code
requirements. All concrete mix design, and construction, should be carried out in accordance with
the CAN/CSA A23.1-14 and A23.2-14 specifications.

4.5 Quality Control and Observations

The recommendations presented in this report assume an adequate level of observations will be
provided, during construction performed by experienced contractors. The recommended design
values are subject to engineering and approval by a qualified geotechnical engineer.

Itis recommended, that a qualified and experienced geotechnical firm, such as Almor, be engaged
to evaluate designs, observe grading, roadway construction, installation of underground utilities and

to perform the specified materials engineering and testing services.

The frequency of materials engineering and testing services can be provided, once site

development concepts, schedules and specifications are established.

ALMOR TESTING SERVICES LTD.
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5.0 CLOSURE

This investigation was performed to evaluate the subsurface soil and groundwater conditions for
preliminary review of the development of the fresh water settling ponds. The geotechnical factors
discussed in the report were based on the interpreted subsurface conditions, as found in the six

(8) test hole locations investigated. It should be noted that natural conditions can be variable.

Should subsurface conditions other than those presented herein be encountered, during
subsequent investigations or during construction, our office should be notified in order that our
recommendations can be reviewed or revised, if necessary. Construction monitoring is required
by qualified personnel to verify that at least the minimum requirements contained in this report, as

well as the project specifications, are achieved.

This report has been prepared for the exclusive use of MPE Engineering Ltd. and its agents for
specific application to the proposed development, described within this report. Any use which a
third party makes of this report, or any reliance on or decisions to be made based on it, are the
responsibility of such third parties. Almor accepts no responsibility for damages, if any, suffered

by any third party as a result of decisions made or actions taken based on this report.

Respectfully submitted,
ALMOR TESTING SERVICES LTD.

416117 * APEGA Permit to Practice #P2260

J.B. Montgomery, P.Eng.

AA:ms:A05814

ALMOR TESTING SERVICES LTD.
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PROJECT: TURNER VALLEY SETTLEMENT POND PROJECT HOLE TH1
TURNER VALLEY, ALBERTA NO. NO.
DRILL
CLIENT: MPE ENGINEERING LTD. Type  SOLID STEM AUGER
GEODETIC w WATER COMPRESSIVE
DATUM %) @
ELEVATION (m) = la, conTenT ™ @ | STRENGTH
B 2 |wlE? Unconfined A
z solIL = | 2 |33] PasTic  uqup | Pocket Pen A OTHER
= E|S|azl umT L TESTS
ui DESCRIPTION ulE123
° 2 _20 40 60 |KPa 200 300 400
Sandy SILT (FILL) loose, some clay, trace organics, oL [
damp Do
Silty CLAY (FILL) medium plastic, very stiff, some —
sand, some gravel, olive, moist ;A;
- becoming stiff to very stiff
—1
- Sulphate Content <0.10 %
- stiff, moist to wet below 1.8 m
— 2
- low plastic, some sand to sandy, trace organics,
damp to moist below 2.6 m
—3
> Sandy GRAVEL compact to dense, trace to some
N O silt, trace cobble, fine to coarse grained, poorly
© graded, olive, damp
Q)
o ()
o
Q)
g O
o
Q)
o ()
Silty CLAY (TILL) medium plastic, stiff to very stiff,
% some sand, some gravel, olive, moist
. %
§ - trace sand below 5.5 m
END OF TEST HOLE AT 6.2m
- standpipe installed to 6.2m —
- test hole dry at completion
- test hole backfilled with soil cuttings | oo
- bentonite seal placed, 0.3m
KN, 16 18 20 22 20 40 60
PENETRATION
\““R ALMOR TESTING SERVICES LTD. 0 M0 ReSisTance | CROVNDWATER
L 4 ate
B Measured
TEST HOLE LOG WET UNIT WEIGHT O | SPT 4 Case
H Cone A BT Pen
COMPLETION DATE LOGGED PLATE
DEPTH 6.2m DRILLED November 29, 2016 BY Al Hunter NO. 1




PROJECT: TURNER VALLEY SETTLEMENT POND PROJECT HOLE TH2
TURNER VALLEY, ALBERTA NO. NO.
DRILL
CLIENT: MPE ENGINEERING LTD. Type  SOLID STEM AUGER
GEODETIC w WATER COMPRESSIVE
DATUM %) @
ELEVATION (m) = la, conTenT ™ @ | STRENGTH
B 2 |wlE? Unconfined A
z solIL = | 2 |33] PasTic  uqup | Pocket Pen A OTHER
= E|S|azl umT L TESTS
ui DESCRIPTION ulE123
2 ° (20 40 60 |kpa 200 300 400
Sandy SILT (FILL) loose, some clay, trace organics, Lo [
damp Do R
Silty CLAY (FILL) medium plastic, very stiff, some S
sand, some gravel, olive, moist Dol e
9 VAN
-1 b
- becoming stiff
L
- trace organics below 1.8 m
— 2
> Sandy GRAVEL compact to dense, some silt, trace
0 D to some cobble, fine to coarse grained, poorly
© graded, olive, damp
Q
o ()
— 3 .
Q
o ()
o
Q
o ()
O
Silty CLAY (TILL) medium plastic, stiff to very stiff,
L4 % some sand, some gravel, olive, moist
. %
— 6
END OF TEST HOLE AT 6.1m
- standpipe installed to 6.0m
- test hole dry at completion
- test hole backfilled with soil cuttings
- bentonite seal placed, 0.3m
KN, 16 18 20 22 20 40 60
PENETRATION
\““R ALMOR TESTING SERVICES LTD. 0 M0 ReSisTance | CROVNDWATER
Measured
TEST HOLE LOG WET UNIT WEIGHT O | SPT 4 Case
H Cone A BT Pen
COMPLETION DATE LOGGED PLATE
DEPTH 6.1 m DRILLED November 29, 2016 BY Al Hunter NO.




PROJECT: TURNER VALLEY SETTLEMENT POND PROJECT HOLE TH3
TURNER VALLEY, ALBERTA NO. NO.
DRILL
CLIENT: MPE ENGINEERING LTD. TYPE SOLID STEM AUGER
GEODETIC w WATER COMPRESSIVE
DATUM %) @
ELEVATION (m) = la, conTenT ™ @ | STRENGTH
B o | wlE? Unconfined A
= solL T |2 |57 Pastc  Lquio | pocketPen 2 OTHER
Y E|S|azl umT L TESTS
] DESCRIPTION w | % gg A
° ° 20 4 ©0 |KPa 200 500 400
Sandy SILT (FILL) loose, trace clay, trace organics, oot Dot
damp to moist I Co
Silty CLAY (FILL) medium plastic, very stiff, trace to — S
some sand, some gravel, olive, moist =Y Cororo o
B Do CA
2 S S
-1 o S
- becoming stiff to very = ol
- stiff below 1.2 m 4
- B s
_6 | EE—
- trace to some organics below 2.0 m =
—8
—3 10 B - Sulphate Content <0.10 %
> Sandy GRAVEL compact to dense, trace to some
N O clay, some silt, trace to some cobble, fine to coarse
OO grained, poorly graded, olive, damp to moist I~
o ()
—12
o
O | EE—
L4 o L
3 =1
Q
o () _ _ —14
- becoming moist to wet
o
Q )
o[ ~ Y At completion
o
Q —16 ||
— 5 a O B
R s
Q
o ()
) 18
Q
o ()
o
L6 bO
20
END OF TEST HOLE AT 6.1m
- standpipe installed to 5.61m
- groundwater level 4.6m at completion B
- test hole backfilled with soil cuttings
- bentonite seal placed, 0.3m 22
KN, 16 18 20 22 20 40 60
PENETRATION
\m ALMOR TESTING SERVICES LTD. w00 120 a0 | e lRln o M| GROUNDWATER
pcp L1 1 | v Date
B Measured
TEST HOLE LOG WET UNIT WEIGHT O | SPT 4 Case
H Cone A BT Pen
COMPLETION DATE LOGGED PLATE
DEPTH 6.1 m DRILLED November 29, 2016 BY Al Hunter NO. 3




PROJECT: TURNER VALLEY SETTLEMENT POND PROJECT HOLE THa
TURNER VALLEY, ALBERTA NO. NO.
DRILL
CLIENT: MPE ENGINEERING LTD. Type  SOLID STEM AUGER
GEODETIC = WATER COMPRESSIVE
DATUM %) @
ELEVATION (m) = la, conTent ) ® | STRENGTH
B 2 |wlE? Unconfined A
z solIL = | 2 |33] PasTic  uqup | Pocket Pen A OTHER
= E|S|azl umT L TESTS
ui DESCRIPTION ulE123
° 2 _20 40 60 |KPa 200 300 400
Silty CLAY (FILL) low to medium plastic, stiff, trace oL [
to some sand, trace gravel, trace to some organics,
olive/black, moist L
- trace organics below 0.4 m =)
- low plastic, stiff to very stiff, some organics, grey
1 below 0.8 m
~ Sandy GRAVEL compact to dense, some silt, trace
J8 to some cobble, fine to coarse grained, poorly
2 o graded, olive, damp
Q
o ()
(=]
Q
o ()
(=]
Q
o ()
— 3 A
Q
a
Silty CLAY (TILL) medium plastic, stiff to very stiff,
% trace to some sand, some gravel, olive, moist
n
% - trace bedrock fragments below 4.0 m el
——= MUDSTONE (BEDROCK} medium plastic, —16 ||
— "extremely weak" (RO), highly weathered, grey, moist B
- becoming "extremely weak to very weak" (RO-R1),
olive/grey, damp
—18
2 |C]
END OF TEST HOLE AT 6.1m
- standpipe installed to 6.0m
- test hole dry at completion B
- test hole backfilled with soil cuttings
- bentonite seal placed, 0.3m 22
KN, 16 18 20 22 20 40 60
PENETRATION
\““R ALMOR TESTING SERVICES LTD. 0o 120 10| PERETRAFIONM|  GROUNDWATER
pcF L—L 1 1 | v Date
B Measured
TEST HOLE LOG WET UNIT WEIGHT O | SPT 4 Case
H Cone A BT Pen
COMPLETION DATE LOGGED PLATE
DEPTH 6.1 m DRILLED November 29, 2016 BY Al Hunter NO. 4




PROJECT: TURNER VALLEY SETTLEMENT POND
TURNER VALLEY, ALBERTA

CLIENT: MPE ENGINEERING LTD.

GEODETIC
ELEVATION (m) DATUM

SOIL
DESCRIPTION

DEPTH (m)

DEPTH (ft)
SAMPLE TYPE

20 40 60

| I I —
KPa 200 300 400

PROJECT HOLE Tus
NO. NO.

DRILL

TYPE SOLID STEM AUGER

WATER (%) ® COMPRESSIVE

2 ,,| CONTENT STRENGTH
2 Unconfined A

<
53| pLAsTiIc  LIQUID | Pocket Pen A ?’EEESR
g2 M LMIT |1qr s 3 4 s
=37

Sandy SILT (FILL) loose, some clay, trace gravel,
some organics, black, damp to moist

Sandy GRAVEL compact, some silt, trace to some
cobble, fine to coarse grained, poorly graded,
mottled olive/grey, wet

MUDSTONE (BEDROCK?Y low plastic, "extremely
weak" (RO), highly weathered, olive/grey, damp

[ o

- grey below 4.5 m

- becoming "extremely weak to very weak" (RO-R1)

END OF TEST HOLE AT 5.1m
(AUGER REFUSAL)

- standpipe installed to 4.6m

- groundwater level 3.6m at completion

- test hole backfilled with soil cuttings

- bentonite seal placed, 0.3m

At completion

MUR AL MOR TESTING SERVICES LTD.
TEST HOLE LOG

KN, 16 18 20 22

100 120 140

poF L1 1 |

WET UNIT WEIGHT O

20 40 60
PENETRATION g
RESISTANCE
[JSPT |4 Case
H Cone A BT Pen

GROUNDWATER

Date
Measured

COMPLETION 51m DATE
DEPTH : DRILLED

November 29, 2016

LOGGED
BY

Al Hunter

PLAT

NO.




PROJECT: TURNER VALLEY SETTLEMENT POND PROJECT HOLE TH6
TURNER VALLEY, ALBERTA NO. NO.
CLIENT: MPE ENGINEERING LTD. .I?sg,l‘EL SOLID STEM AUGER
GEODETIC w WATER COMPRESSIVE
DATUM a (%) ®
ELEVATION (m)
G187 | Dncontied a
€ = w =< |
T SOIL = | 2 |33] PasTic  uqup | Pocket Pen A OTHER
Y E|S|azl umT L TESTS
] DESCRIPTION w | % gg
° 2 _20 40 60 |KPa 200 300 400
=] TOPSOIL
2| sandy GRAVEL compact, some silt to silty, trace
o D cobble, fine to coarse grained, poorly graded, olive, .
© damp Do
% - some silt below 0.5 m Do
o -
o Do
Q :
— 10y =) s
o .
Q .
X SILTSTONE (BEDROCK} non to low plastic, F
X "extremely weak" (RO), highly weathered, olive, :
X damp to moist P
x =
X M
x | . .
2 X Dol
MUDSTONE (BEDROCK}Y low to medium plastic, D
"extremely weak" (RO), highly weathered, olive/grey, D
damp Do
- becoming "extremely weak to very weak" (RO-R1)
.
T
END OF TEST HOLE AT 5.0m
(AUGER REFUSAL)
- standpipe installed to 5.0m
- test hole dry at completion
- test hole backfilled with soil cuttings
- bentonite seal placed, 0.3m
— 6
KN, 16 18 20 22 20 40 60
PENETRATION
MUR  ALMOR TESTING SERVICES LTD. | TANCe | CROUNDWATER
Measured
TEST HOLE LOG WET UNIT WEIGHT O E iz:e zgis:en
COMPLETION DATE LOGGED PLATE
DEPTH 5m DRILLED November 29, 2016 BY Al Hunter NO.




EXPLANATION OF SOIL DESCRIPTIONS AND SYMBOLS SHOWNON TESTHOLE LOGS

The test hole logs summarize the results of field investigations and, if applicable, also laboratory test data. It
should be appreciated that conditions established at a test hole location may not be representative of subsurface
conditions across the investigated site. Transitions of the soil stratigraphy, either classified or graphically shown,
are gradual, rather than the distinct unit boundaries presented.

SOIL DESCRIPTION AND CLASSIFICATION

Soils are described according to their appearance, lithological composition and probable mode of deposition
(genetic type). Expected engineering properties and behaviour of the materials are interpreted relative to the soll

type and laboratory test results.
)] DEFINITION OF SOIL TYPES
Material

Boulders
Cobbles

Gravel - Coarse
- Fine

- Coarse
- Medium
- Fine
Silt and Clay

Sand

1)) COMPOSITION OF SOIL

Grain Size

Larger than 300mm
75mm - 300mm
19mm - 75mm
5mm - 19mm
2mm - 5mm
425um - 2mm
75um - 425um
Smaller than 75um

2.1 Principal Component - Major soil type representing at least 50% by weight of material.

2.2 Minor Component - Minor soil types identified by the following terms with respect to their

percentages by weight of material:

1% - 10%
20% - 30%

“Trace”
Modifier “Y”

1)) CONSISTENCY OR STRENGTH OF SOIL

10% - 20%
30% - 50%

“Some”
Connector “and”

3.1 Coarse Grained Soils - (Principal Component larger than 75um). The following terms are used
relative to the Standard Penetration Test (SPT), ASTM D1586:

Description No. of Blows per Foot
Very Loose Less than 4
Loose 4-10
Compact 10-30
Dense 30 -50
Very Dense Over 50
3.2 Fine Grained Sails - (Principal Component smaller than 75um). The following terms are used

relative to the unconfined strength and Standard Penetration Test (SPT), ASTM D1586:

Unconfined Compressive

Description Strength kPa (tsf) No. Blows per Foot
Very Soft Lessthan -24 (0.25) Less than 2
Soft 24 -48 (0.25-0.5) 2-4

Firm 48-96 (0.5-1.0 4-8

Stiff 96-190 (1.0-2.0 8-15

Very Stiff 190-380 (2.0-4.0 15-30
Hard >380 (4.0) Over 30
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SOIL CLASSIFICATION SYSTEM (MODIFIED U.S.C.)

GROUP LABORATORY
MAJOR DIVISION TYPICAL DESCRIPTION
SYMBOL CLASSIFICATION CRITERIA
STRONG COLOR OR ODOR AND
HIGHLY ORGANIC SOILS PT PEAT AND OTHER HIGHLY ORGANIC SOILS OFTEN FIBROUS TEXTURE

W ow WELL-GRADED GRAVELS, GRAVEL-SAND Cu=Des >4 Cc= (D) =1to3
ez MIXTURES. <5% FINES Do Do X Deo
< T CLEAN
SR GRAVELS

z oo L Gp POORLY-GRADED GRAVELS, GRAVEL-SAND NOT MEETING ALL

z D29 o MIXTURES. <5% FINES ABOVE REQUIREMENTS

o <>( T < %)

o €2z 3 o SILTY GRAVELS, GRAVEL-SAND-SILT ATTERBERG LIMITS BELOW
2z = 8 z MIXTURES. >12% FINES "A" LINE OR |, < 4
533g w5 DIRTY
N k=N X < GRAVELS
a 5o g & . CLAYEY GRAVELS, GRAVEL-SAND-CLAY ATTERBERG LIMITS ABOVE
Zus = MIXTURES. >12% FINES "A"LINE ORI, >7
<=zW
xS o
O & g w sw WELL-GRADED SANDS, GRAVELLY SANDS. Cu=Dey »6; Cc=_ (Dx)’ =1t03
By« 2z <5% FINES Big Do % Do
@ <o < I CLEAN
gIz qru SANDS
02 8 55 sp POORLY-GRADED SANDS, OR GRAVELLY SANDS. NOT MEETING ALL

z 2370w <5% FINES ABOVE REQUIREMENTS

W <Z( I<g @

g ) % z @ s SILTY SANDS, SAND-SILT MIXTURES. ATTERBERG LIMITS BELOW

2 2 9 "A"LINEORIp<4

= = Eg DIRTY >12% FINES P

x < SANDS
g x sc CLAYEY SANDS, SAND-CLAY MIXTURES. ATTERBERG LIMITS ABOVE
= >12% FINES "A"LINE OR Ip > 7
SILTS ML INORGANIC SILTS AND VERY FINE SANDS, ROCK W, <50
BELOW "A" LINE ON FLOUR, SILTY SANDS OF SLIGHT PLASTICITY -

" PLASTICITY CHART;

o NEGLIGIBLE ORGANIC MH INORGANIC SILTS, MICACEOUS OR DIATO- W, > 50

2 CONTENT MACEOUS, FINE SANDY OR SILTY SOILS -

o
nEg cL INORGANIC CLAYS OF LOW PLASTICITY, W, <30
o8N GRAVELLY, SANDY OR SILTY CLAYS, LEAN CLAYS -

) % (ﬁ CLAYS
[a) npan
ABOVE "A" LINE ON
>3 ) INORGANIC CLAYS OF MEDIUM PLASTICITY, SEE PLASTICITY
z ol PLASTICITY CHART; cl SILTY CLAYS Wi >30,<50  cpaRT BELOW
= NEGLIGIBLE ORGANIC
Q I CONTENT
2=zg CH INORGANIC CLAYS OF HIGH PLASTICITY, W, > 50
T FAT CLAYS

'_

Ll

i oL ORGANIC SILTS AND ORGANIC SILTY W, <50

s ORGANIC SILTS AND CLAYS CLAYS OF LOW PLASTICITY -

= BELOW "A" LINE ON

PLASTICITY CHART
OH ORGANIC CLAYS OF HIGH PLASTICITY W, > 50

1. All sieve sizes mentioned on this chart are U.S.
Standard, ASTM E11.

2. Boundary classifications possessing characteristics
of two groups are given combined group symbols,
eg. GW-GC is a well graded gravel sand mixture with
clay binder between 5% and 12%.

3. Soil fractions and limiting textural boundaries are in
accordance with the United Soil Classification
System, except that an inorganic clay of medium
plasticity (C) is recognized.

\L\NAN

ALMOR TESTING SERVICES LTD.
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ROCK

CLASSIFICATION AND DESCRIPTION

The following factors are usually incorporated in a test hole log for adequate engineering geotechnical description:

Rock Name. Established names for igneous, metamorphic and sedimentary rocks are used. This could
include established local names rather than the actual rock name. It is believed that for engineering
purposes classification by mechanical properties is more significant than classified by mineralogy and
texture.

Alteration and Weathering State. The following grades are used: fresh, slightly weathered, moderately
weathered, highly weathered and decomposed. In some cases of decomposed rocks the material may
exhibit plasticity and soil mechanics classification could be used.

Structure and Discontinuities. This includes comments on discontinuities (bedding planes or separation
along foliation planes and fissures in igneous or sedimentary rocks) and veins in relation to their type,
orientation, frequency, infilling and surface structures. RQD percentage of core fractions that are 100mm
(4in.) or greater in length, relative to length of solid core recovered (defined by Deere et al. as the Rock
Quality Designation) is indicative of the fractured state.

Assessment of Strength. The field assessment of rock strength can be aided by simple tests such as
the use of a hammer or penknife and supplemented by laboratory testing. Any rock with a strength
significantly less than 1 MPa (145 psi) could be described with reference to soil mechanics practice.

Ancillary Geological Information. This might include dip, identification of infill, etc.

TEST DATA AND SAMPLE TYPES

Data obtained from laboratory and field testing are shown in appropriate columns on the test hole logs and at the
corresponding depth interval. Abbreviations and graphic symbols are as follows:

w moisture content pp pocket penetrometer test

W, or PL plastic limit (ASTM D 424) Y unit weight of soil or rock

W, orLL liquid limit (ASTM D 423) Yd dry unit weight

Ip or PI Plastic index (LL-PL) d, unconfined compressive strength
O undisturbed shelby tube sample or rock core RQD rock quality designation

O disturbed SPT sample

B disturbed bag sample
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